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Signals you when dangerous
levels of carbon monoxide gas
are detected.

When dangerous levels of odorless and invisible
carbon monoxide (CO) gas build up, gain an alert
with the Medallion™ Series Wireless Carbon
Monoxide Detector with Transmitter which signals
any Medallion™ Series Receiver. Easy to install in
any room, it is powered by a long-life, 3-volt lithium
battery for round-the-clock, 24-hour protection.
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Features/Benefits

Signals when dangerous levels of carbon
monoxide (CO) gas are detected

Works with all Medallion™ Series Receivers

Operates with million-code technology
designed for apartments, condominiums,
dormitories, hotels and public housing to
ensure you never get fault alarms from
neighbors using other RF-based products;
also ideal for use in single-family homes

Built-in transmitter

Model CO5-MC: ETL tested to comply with
CSA 6.19-01

Model CO5-MC(US): ETL tested to comply
with UL2034

Features the Silent Call Combination
3- and 5-Year Limited Warranty

Specifications
Power: Long-life, 3-volt lithium battery (included)

Range: Up to 200 feet (61 meters), depending
on conditions or receiver used

30-Day Return Policy If Not Completely Satisfied

Manufactured in America

Combination 3- & 5-Year Limited Warranty: This Silent Call product is
warranted to be free of defects in material or workmanship for three to five
years from the date of initial purchase. During that time, the unit will be
repaired or replaced free of charge (three- to five-day turnaround) when
shipped prepaid in original packaging to Silent Call Communications. This
warranty is void if the defect is caused by customer abuse or neglect.

Silent Call® Communications Corporation
5095 Williams Lake Road
Waterford, Michigan 48329

800-572-5227 (Voice or TTY)
248-673-7353 (Voice or TTY)
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